13. AS-BUILT WELL SECTION (Please attach as-built if different from diagram provided below)

**Solid Casing Material:**

- Carbon Steel: compliant with (check one or more): □ ANSI/AWWA C200 □ API Spec. 5L □ ASTM A53 □ ASTM A139
- Stainless Steel: (check one): □ ASTM A519 (production wells) □ ASTM A312 (monitor wells)
- ABS Plastic conforming to ASTM F490 and ASTM D1527: (check one) □ Schedule 40 □ Schedule 80
- PVC Plastic conforming to ASTM F490 and (ASTM D1785 or ASTM D2241): (check one): □ Schedule 40 □ Schedule 80 □ Schedule 120
- Thermoset Plastic: (check one)
  - □ Filament Wound Resin Pipe conforming to ASTM D2996
  - □ Centrifugally Cast Resin Pipe conforming to ASTM D2997
  - □ Reinforced Plastic Mortar Pressure Pipe conforming to ASTM D3517
  - □ Glass Fiber Reinforced Resin Pressure Pipe conforming to AWWA C950
  - □ PTFE Fluorocarbon Tubing conforming to ASTM D3296
  - □ FEP Fluorocarbon Tubing conforming to ASTM D3296

**Open Casing Material:**

- Carbon Steel: compliant with (check one or more): □ ANSI/AWWA C200 □ API Spec. 5L □ ASTM A53 □ ASTM A139
- Stainless Steel: (check one): □ ASTM A519 (production wells) □ ASTM A312 (monitor wells)
- ABS Plastic conforming to ASTM F490 and ASTM D1527: (check one) □ Schedule 40 □ Schedule 80
- PVC Plastic conforming to ASTM F490 and (ASTM D1785 or ASTM D2241): (check one): □ Schedule 40 □ Schedule 80 □ Schedule 120
- Thermoset Plastic: (check one)
  - □ Filament Wound Resin Pipe conforming to ASTM D2996
  - □ Centrifugally Cast Resin Pipe conforming to ASTM D2997
  - □ Reinforced Plastic Mortar Pressure Pipe conforming to ASTM D3517
  - □ Glass Fiber Reinforced Resin Pressure Pipe conforming to AWWA C950
  - □ PTFE Fluorocarbon Tubing conforming to ASTM D3296
  - □ FEP Fluorocarbon Tubing conforming to ASTM D3296